
78 

 

 

 

 

ISSN: 2313-3759                                                                                                                          www.ijsrit.com 

 

MULTI-RESPONSE OPTIMIZATION OF WIRELESS SENSOR NETWORK 

PROPAGATION THROUGH AN ADAPTIVE NON PARAMETRIC 

REGRESSION MODEL FOR HIGH DATA TRANSFER RELIABILITY 

 

EGUASA O.
1* 

AND AKHIDENO I. O.
2
 

*1
Department of Physical Sciences, Benson Idahosa University, Benin City, Edo State 

2
Department of Electrical/Electronic Engineering, Benson Idahosa University, Benin City, 

Edo State 

 

*Corresponding Author. Email: oeguasa@biu.edu.ng; Department of Physical Sciences, 

Benson Idahosa University, P.M.B. 1100, G.R.A., Benin City, Nigeria. 

 

 
ABSTRACT 

Wireless Sensor Network (WSN) applications have stimulated several researches in other to 

achieve the most effective means of establishing minimum power consumption, lengthening the 

lifetime of battery driven networks and plummeting the induced carbon IV oxide (���) for a grid 

driven networks. To achieve optimal settings of the factors and the WSN estimates, the Box-

Behnken Design (BBD) was applied for minimum delay transmission, minimum idle power 

consumption and maximum transition time for a multi-response problem. In application, most 

engineering data are usually fitted via the use of a second-order regression method (QM), which 

may be inadequate due to the idiosyncrasies of the method. To improve on the QM, we introduce an 

adaptive nonparametric regression (LLR AB) model that can capture local trends in the data that 

ordinarily its counterpart cannot handle. The data was analyzed and the goodness-of-fit statistics 

show that the LLR AB model performed better over the QM. 

 

Keywords: Box-Behnken Design, Delay transmission, Idle power consumption, Transition time, 

Wireless Sensor Network 
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1.0 INTRODUCTION 

Wireless Sensor Network (WSN) is an increasing trend in research globally and its applications 

cuts across different field of research and is used as the most effectivemethod of establishing low 

power consumption or communicationin several applications (Jahn et al., 2010;  Liu and Yan, 

2011). Consequently, to increase network reliability and prolongnetwork lifetime, exploiting and 

evaluating several energysavingtechniques is of great importance in network designs (Wang et al., 

2010). 

Presently, severaltechniques for power consumption reduction exist in WSN. There are basically 

three main methods that exist in WSN, namely duty cycling, data-driven procedures, and 

mobilityas given in (Anastasi et al., 2009). 

RSM is a collection of mathematical and statistical techniques employed by Industrial Statistician 

and Engineersfor empirical model building. In the modeling and analysis of data, the response is 

influenced by one or more explanatory variables (Eguasa et al., 2022).There are three mainstages in 

RSM, namely, the Experimental Design Phase, theModeling Phase, and the Optimization Phase 

(Castillo, 2007). 

In the Modeling phase of RSM, a fundamental assumption is that the relationship between the 

response variable y and � explanatory variables ��,  ��, … , �
 ,can be represented as: 

   �� = �����,  ���, … , ��
� + ��,				� = 1,2, … , �         (1) 

 

where the mean function � denotes the true but unknown relationship between the response 

variable and the � explanatory variables, ��, � = 1,2, … , �, are random error terms assumed to have 

a normal distribution with mean zero and constant variance and � is the sample size (Myers et al., 

2009; Wan and Birch, 2011).  

1.1 PARAMETRIC REGRESSION MODEL 

The parametricregression models are superior if the user can specify a parametric form for the data, 

otherwise misspecified.  The nonparametric regression model is not restricted to a user specified 

form as in the parametric counterpart. In spite of its flexibility, nonparametric regression models 

are challenged in a study such as RSM due to idiosyncrasies of RSM data namely; 

� Sparseness of RSM data  

� The study utilizes more than one explanatory variable (a term referred to as curse of 

dimensionality) 

� Cost efficient design (small sample sizes). 
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1.1.1 Second - Order Regression Model 

A second-order regression modelis given as:      �� = 	�� + 	 ∑ ��
��� ��� + ∑ �������
��� + ∑ ∑ ���
�����
����� ������ + ��, i= 1,2, … , �; 	! = " + 1, " +2, … , �           (2)  

where	���	, 	��� are the explanatory variables; �� is a constant coefficient; the varying coefficients �� , 	��� and ��� are the coefficients of linear, quadratic and interaction terms respectively(Horvat et 

al., 2013). 

 

2.0 MATERIALS AND METHODS  

 

The idea behind the adaptive nonparametric regression model is because it is flexible and can 

adjust favourably in solving boundary bias problem and is not limitedto user specified form for the 

data (Eguasa et al., 2022; Akhideno and Eguasa 2022). Thereafter, the adaptive nonparametric 

regression (LLR AB) model is applied to fit the RSM data so obtained from BBD. 

 

2.1 Locally Adaptive Bandwidths  

The bandwidth is the most vital parameter in nonparametric regression estimation because of its smoothing 

properties (Kohler et al., (2014), Eguasa et al., (2022)). 

Eguasa et al. (2022) presented data-driven locally adaptive bandwidths:  

 #�� = $��(�� − '()*+))�, 		� = 1,2, 	 … , 	�; " = 1,2, … , �     (3) 

where, 0 < #�� ≤ 1, , 			$�� > 0, 	$�� > 0. 
The # ∗��of the locally adaptive optimal bandwidths from (3) is obtained at an optimally selected values 

of	$��, $�� , (hereafter referred to as $��∗  and	$��∗ , respectively), " = 1,2, … , �, based on the minimization of 

the 34566∗∗ criterion as given in (Eguasa, 2020). 

 

2.2 The Local Linear Regression (LLR) 

The LLR model is a nonparametric regression version of the weighted least squares model (Fan and 

Gijbels, 1995; Hardle et al., 2005; Kohler et al., 2014). 

 

 The LLR estimate, �7�(889)
of��, is given as: 

�7�(889) = :;<(=>?@<=>)�A=>?@<B = C<(DDE)B,    (4) 
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where	:;<is the �FG row of the LLR model matrix=>given as:  

=> = H1 ��� ��� ⋯ ��
1 ��� ��� ⋯ ��
⋮1 ⋮ ⋮�K� �K� ⋮ ⋮⋯ �K

L

K×(
��)
, 

 

where ��� ,� = 1,2, … , �, " = 1,2, … , �, denotes the value of the "FG  explanatory variable in the �FG 

data point, @<is a � × � diagonal weights matrix given as:  

  @< = NO��0 0O�� ⋯⋯ 00⋮ ⋮ ⋱ ⋮0 0 0 OK�
Q

K×K
     (5) 

For instance, O��, � = 1, is obtained from the product  kernel as: 

 O�� = ∏���
 S T'()�'U)V W ∑ ∏���
 S T'()�'U)V WK���X , � = 1,2, … , �, " = 1,2, … , �, (6) 

where	S T'()�'U)V W = Y�TZ()[ZU)\ W+
 is the simplified Gaussian kernel function and #�, 0 < # ≤ 1, � =1,2, … , �,	" = 1,2, … , �,  is the fixed bandwidth (smoothing parameter) (Myers et al., 2009; Eguasa, 

2020; Akhideno and Eguasa, 2022). 

Thus, For	� = 1	in	equation	(6),	we	have:		
@A = 	HO�� 00⋮0

O��⋮0
⋯ 0…⋱⋯ 0⋮O�K

L
(K×K)

	 	 	 	 	 (7)	
O�� = ∏)mUn opZU)[ZU)#1" q

∑ ∏)mUn opZr)[ZU)#1" qsrmU 	,							t = 1, 			2		, 			. 			. 			. 		, �; " = 1, 	2, … , �.	 	 	 (8)	
O�� = vwx�o�⋯�8y
	 ,z = Y�(ZUU[ZUU#11 )+Y�(ZU+[ZU+#12 )+ … Y�(ZUn[ZUn#1� )+ ,S = Y�TZ+U[ZUU#21 W+Y�TZ++[ZU+#22 W+ … Y�pZ+n[ZUn#2� q+	
and	| = Y�TZsU[ZUU#�1 W+Y�TZs+[ZU+#�2 W+ … Y�(Zsn[ZUn#�� )+ 	
O�� = ∏)mUn opZ+)[ZU)#2" q

∑ ∏)mUn oTZr)[ZU)r) WsrmU 	,							t = 1, 			2		, 			. 			. 			. 		, �; " = 1, 	2, … , �.	 	 (9)	
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 O�� = ~w��9�⋯��y	,	
4 = Y�(Z+U[ZUU#21 )+Y�(Z++[ZU+#22 )+ … Y�(Z+n[ZUn#2� )+,� = Y�(ZUU[ZUU#11 )+Y�(ZU+[ZU+#12 )+ … Y�pZUn[ZUn#1� q+	
and	� = Y�TZsU[ZUU#�1 W+Y�TZs+[ZU+#�2 W+ … Y�(Zsn[ZUn#�� )+ 		
O�K = ∏)mUn opZs)[ZU)#�" q

∑ ∏)mUn opZr)[ZU)#t" qsrmU 	,							t = 1, 			2		, 			. 			. 			. 		, �; " = 1, 	2, … , �.	 	 	 (10)	 	
O�K	 = 9w����⋯�*y	 	 	 	 	 	 	 	 	 	 (11)	
$ = Y�TZsU[ZUU#�1 W+Y�TZs+[ZU+#�2 W+ … Y�pZsn[ZUn#�� q+ ,	� = Y�TZ+U[ZUU#21 W+Y�TZ++[ZU+#22 W+ … Y�pZ+n[ZUn#2� q+		
and	� = Y�(ZUU[ZUU#11 )+Y�(ZU+[ZU+#12 )+ … Y�pZUn[ZUn#1� q+ 	
 

2.3 Experimental design 

In RSM, the numbers of factors are usually more than one. Hence, if the number of factors is too 

large, it may directly affect the response (Received signal strength) of interest, and since not all 

factors are desirable to be included in the experimental design for reason due to cost implication, it 

required the use of factor screening approach or two-level full factorial design to identify the 

variables with main effects (Nair et al., (2014); Eguasa et al., 2022; Akhideno and Eguasa, 2022). 

 

The Experimental Design phase permits an appropriate design that can provide acceptable and 

considerable estimation relationship between the response and one or more factors. Commonly 

applied DOEs in RSM include: 2
 full factorial design, 3
 full factorial design, BBDand the 

Central Composite Design (CCD). 

 

This analysis was chosen mainly for the battery powered and energy gathering based nodes that 

seldom transmit data packets. Input factors as shown in Table 1.According to Horvat et al., 

(2013)described the factors as: 

 $v*  - Time before sleep: Sets the time before sleep timer on an end device. The timer is reset each 

time serial orRF data is received. Once the timer expires, an end devicemay enter low power 

process. 
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 $��  - Polling rate: Set/Read the end device poll rate. Adaptive polling may permit the end device 

to poll morequickly for a short time when receiving RF data. $v�  - Cyclic Sleep period: This value controls how long the end device will sleep at a time, up to 

28 seconds.On the parent node, this value controls how lengthy the parent will buffer a message for 

the sleeping end device.It must be set at least equal to the lengthiest SP time ofany child end 

device. 

[See Table 1 here]. 

 

2.4 The Box – Behnken design (BBD) 

A BBDpermits for the design of the second-order regression model in a given response that is often 

used for process optimization (Horvat et al., 2013).The BBD comprises three types of trials 

namely; two levels (2
) full factorial designs, 2�	 axial (star) points and ��,pth
 central points 

(Bezerra et al.,2008). 

 

The mathematical expression for the BBD is given as: 

 ��� = 	 2�� − 2� + ��     (12) 

  

where	2�� is the factorial portion, 2� is the axial or star points and �� is at least pth central points 

utilized in the design. In this design � = 3and �� = 5	which from equation (12) sum up to 17 

experimental run. 

[See Table 2 here]. 

 

2.5 Data transformation to RSM data 

The values of the explanatory variables are coded between 0 and 1. The data collected through a 

BBD is transformed by a mathematical relation: 

 

 ���� = ��K('���)�'����K('���)���'('���)�       (13) 

  

where���� is the transformed value,	��	is the target value that needed to be transformed in the 

vector containing the old coded value represented as ��8�, Min	(��8�) and	���(��8�)are the 

minimum and maximum values in the vector ��8�respectively, (Eguasa et al., 2022).The natural or 

coded variables in Table 1 can be transformed to explanatory variables in Table 2 using Equation 

(13). 
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Target points needed to be transformed for location 2 under the coded variables are given below: 

Target points �� :	− 1	,0, −1; ���(��8�) :	− 1	, −1, −1; 	���(��8�): 1, 1, 1 

 ���� = ���(��8�) − ������(��8�) − ���(��8�)� 

5�t������!�	��!��#�Y	�� ∶ 	��� = −1 − (−1)((−1) − (1)) = 0.0000 

5�t������!�	��!��#�Y�� ∶ 	��� = −1 − (0)((−1) − (1)) = 0.5000 

5�t������!�	��!��#�Y�� ∶ 	��� = −1 − (−1)((−1) − (1)) = 0.0000 

 

where	�� = �� Y 	$�¡Y	�Y��!Y	6�YYt	($v*),�� = �� Y 	3���	4��Y	($��), �� = �� Y 	��¢��¢	£�YYt	tY!�� ($v�). 
[See Table 3 and 4 here]. 

 

3.0 RESULTS AND DISCUSSION 

In Tables5, 6 and7, are the optimal adaptive bandwidths for	��	($�¤¥�¦), ��	(3§¨¥¤) and ��	($*��K©) 

were obtained via genetic algorithm tool in Matlab and it is only applicable to local linear 

regression model, since it accommodates the diagonal weight matrix as given in equation (5). 

[See Table 5 – 10 here]. 

 

Figures 1, 2 and 3 are the LLR AB surface plots minimumTransmission Delay (297 ms), minimum 

Average Idle Power Consumption (5.23 mW) andmaximum Transition Time (14050 ms).  

[See Figure 1 – 3 here]. 

 

[See Figure 4 here]. 

 

In Figure 4, the local linear regression model with adaptive bandwidths	!�	($�¤¥�¦)is the residual 

(green line) spread away from the zero residual line.  

[See Figure 5 here]. 

 

In Figure 5, the local linear regression model with adaptive bandwidths	!�	(3§¨¥¤)is the residual 

(green line) spread away from the zero residual line.  

[See Figure 6]. 

 

In Figure 6, the LLR with a local linear regression model with adaptive bandwidths 	!�	($*��K©)(LLR AB) residual (green line) with residual line spread away more from the zero 

residual line.  
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The results obtained from Table 10, clearly shows that ||4ª«from the respective response gave the 

better performance statistic as compared with QM, for the multi-response problem. 

For	��	($�¤¥�¦),	��(3§¨¥¤),	��	($*��K©) the LLR for adaptive bandwidths outperformed the QM in 

terms PRESS**, PRESS, SSE, MSE, R
2
 and R

2
Adj and gives a better predictive power over QM of 

Horvat et al. (2013). 

 

4.0 CONCLUSION 

In this study, we presented a BBD in other to address rotatability and curvature in the data, a ||4¬« 

for adequate fitting of the data, 	($�¤¥�¦), 	��	(3§¨¥¤) and��	($*��K©) respectively. The performance 

statistics carried out is a clear indication that the||4¬« outperformed the QM for ��	($�¤¥�¦)(PRESS**= 209310, PRESS = 3007500, SSE = 136680, MSE = 33957, R
2
= 97.07% 

and R
2
Adj = 88.36%) as against QM with R

2
= 89.50%; 	��	(3§¨¥¤)with (PRESS**= 279.4508, 

PRESS = 4749.7, SSE = 0.0906, MSE = 0.0225, R
2
=99.95% and R

2
Adj = 99.79%)as against QM 

with R
2
=96.70% and ��	($*��K©) with (PRESS**= 2328200, PRESS = 18883000, SSE = 7431800, 

MSE = 1857900, R
2
= 97.21% and R

2
Adj = 88.83%) as against QM with , R

2
=82.90% for 

WSNcommunication technologies and also provided minimum residual plots for their respective 

network. 

Table 1:  Coded stages and range for the design of experiments (Horvat et al., 2013) 

Factors or Input parameters -1(Low) 0(Medium) 1(High) $v* 500 2750 5000 $�� 20 460 900 $v� 320 1160 2000 

 

Table 2: Experimental coded level for RSM data(Horvat et al., 2013) 

Exptal. 

Run 

Coded 

Time 

Before 

Sleep 

Coded 

Poll Rate 

Coded 

Cyclic 

sleep 

period 

$�¤¥�¦(¡£) 3§¨¥¤(¡�) $*��K©(¡£) 

1 0 1 1 1971 5.26 12753 

2 0 -1 1 2110 5.23 14050 

3 -1 0 -1 689 12.94 2098 

4 0 -1 -1 297 14.29 2003 

5 0 0 0 923 6.20 7108 

6 1 1 0 1162 6.13 6452 

7 0 0 0 1297 6.09 8839 

8 0 1 -1 1242 12.50 2349 

9 0 0 0 1190 6.47 5403 

10 0 0 0 1397 6.14 7989 

11 -1 1 0 1316 5.88 8129 

12 1 0 1 2071 5.27 13783 

13 -1 -1 0 1228 6.24 8330 

14 1 -1 0 1080 6.08 6654 

15 1 0 -1 484 13.13 1908 

16 0 0 0 1085 6.28 8429 

17 -1 0 1 2104 5.28 12874 
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Table 3: Experimental BBD for the transformed RSM data that are coded btw 0 and 1 

Exp. 

Run 

Coded 

Time 

Before 

Sleep 

Coded 

Poll Rate 

Coded 

Cyclic sleep 

period 

$�¤¥�¦(¡£) 3§¨¥¤(¡�) $*��K©(¡£) 

1 0.5000 1.0000 1.0000 1971 5.26 12753 

2 0.5000 0.0000 1.0000 2110 5.23 14050 

3 0.0000 0.5000 0.0000 689 12.94 2098 

4 0.5000 0.0000 0.0000 297 14.29 2003 

5 0.5000 0.5000 0.5000 923 6.20 7108 

6 1.0000 1.0000 0.5000 1162 6.13 6452 

7 0.5000 0.5000 0.5000 1297 6.09 8839 

8 0.5000 1.0000 0.0000 1242 12.50 2349 

9 0.5000 0.5000 0.5000 1190 6.47 5403 

10 0.5000 0.5000 0.5000 1397 6.14 7989 

11 0.0000 1.0000 0.5000 1316 5.88 8129 

12 1.0000 0.5000 1.0000 2071 5.27 13783 

13 0.0000 0.0000 0.5000 1228 6.24 8330 

14 1.0000 0.0000 0.5000 1080 6.08 6654 

15 1.0000 0.5000 0.0000 484 13.13 1908 

16 0.5000 0.5000 0.5000 1085 6.28 8429 

17 0.0000 0.5000 1.0000 2104 5.28 12874 

 

Table 4: Experimental BBD for the transformed RSM data that are coded between 0 and 1 

Exp. 

Run 
�� �� �� ��	($�¤¥�¦)	

(ms) 

��(3§¨¥¤) 
(mW) 

��($*��K©) 
(ms) 

1 0.5000 1.0000 1.0000 1971 5.26 12753 

2 0.5000 0.0000 1.0000 2110 5.23 14050 

3 0.0000 0.5000 0.0000 689 12.94 2098 

4 0.5000 0.0000 0.0000 297 14.29 2003 

5 0.5000 0.5000 0.5000 923 6.20 7108 

6 1.0000 1.0000 0.5000 1162 6.13 6452 

7 0.5000 0.5000 0.5000 1297 6.09 8839 

8 0.5000 1.0000 0.0000 1242 12.50 2349 

9 0.5000 0.5000 0.5000 1190 6.47 5403 

10 0.5000 0.5000 0.5000 1397 6.14 7989 

11 0.0000 1.0000 0.5000 1316 5.88 8129 

12 1.0000 0.5000 1.0000 2071 5.27 13783 

13 0.0000 0.0000 0.5000 1228 6.24 8330 

14 1.0000 0.0000 0.5000 1080 6.08 6654 

15 1.0000 0.5000 0.0000 484 13.13 1908 

16 0.5000 0.5000 0.5000 1085 6.28 8429 

17 0.0000 0.5000 1.0000 2104 5.28 12874 
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Table 5: Locally Adaptive Optimal Bandwidths for���$�¤¥�¦(¡£)�||4­�for multi - Response problem 

� 
���$�¤¥�¦(¡£)���!	||4ª« 		

 �� �� �� #�� $��∗ =0.7924 $��∗ =2.7827 

#�� $��∗ =0.1740 $��∗ =0.3710 

#�� $��∗ =2.8963 $��∗ =3.0110 

1 0.0813 0.8389 0.0816 

2 0.0813 0.0435 0.0816 

3 0.1981 0.1251 0.7241 

4 0.0813 0.0435 0.7241 

5 0.0813 0.1251 0.3230 

6 0.0157 0.8389 0.3230 

7 0.0813 0.1251 0.3230 

8 0.0813 0.8389 0.7241 

9 0.0813 0.1251 0.3230 

10 0.0813 0.1251 0.3230 

11 0.1981 0.8389 0.3230 

12 0.0157 0.1251 0.0816 

13 0.1981 0.0435 0.3230 

14 0.0157 0.0435 0.3230 

15 0.0157 0.1251 0.7241 

16 0.0813 0.1251 0.3230 

17 0.1981 0.1251 0.0816 
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Table 6: Locally Adaptive Optimal Bandwidths for��(3§¨¥¤(¡�))||4­�for multi - Response problem 

 

� 
��(3§¨¥¤(¡�))||4ª«	

 �� �� �� #�� $��∗ =0.7924 $��∗ =2.7827 

#�� $��∗ = 0.1740 $��∗ = 0.3710 

#�� $��∗ = 2.8963 $��∗ = 3.0110 

1 0.0813 0.8387 0.0816 

2 0.0813 0.0435 0.0816 

3 0.1981 0.1250 0.7241 

4 0.0813 0.0435 0.7241 

5 0.0813 0.1250 0.3230 

6 0.0157 0.8387 0.3230 

7 0.0813 0.1250 0.3230 

8 0.0813 0.8387 0.7241 

9 0.0813 0.1250 0.3230 

10 0.0813 0.1250 0.3230 

11 0.1981 0.8387 0.3230 

12 0.0157 0.1250 0.0816 

13 0.1981 0.0435 0.3230 

14 0.0157 0.0435 0.3230 

15 0.0157 0.1250 0.7241 

16 0.0813 0.1250 0.3230 

17 0.1981 0.1250 0.0816 
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Table 7: Locally Adaptive Optimal Bandwidths for��($*��K©(¡£))||4­�for multi - Response problem 

 

� 
��($*��K©(¡£))||4ª« 

�� �� �� #�� $��∗ =1.2054 $��∗ =4.7643 

#�� $��∗ =1.5314 $��∗ =4.7377 

#�� $��∗ =1.3423	 $��∗ =5.1462 

1 0.1881 0.1881 0.1254 

2 0.1881 0.1881 0.1254 

3 0.3014 0.3014 0.3356 

4 0.1881 0.1881 0.3356 

5 0.1881 0.1881 0.2178 

6 0.1014 0.1014 0.2178 

7 0.1881 0.1881 0.2178 

8 0.1881 0.1881 0.3356 

9 0.1881 0.1881 0.2178 

10 0.1881 0.1881 0.2178 

11 0.3014 0.3014 0.2178 

12 0.1014 0.1014 0.1254 

13 0.3014 0.3014 0.2178 

14 0.1014 0.1014 0.2178 

15 0.1014 0.1014 0.3356 

16 0.1881 0.1881 0.2178 

17 0.3014 0.3014 0.1254 

 

Table 8: Experimental BBD for the transformed RSM data that are coded between 0 and 1 

Exp. 

Run 
�� �� �� ��	($�¤¥�¦)	

(ms) 

��||4ª« 
 

��(3§¨¥¤) 
(mW) 

��||4ª« 
 

��($*��K©) 
(ms) 

��||4ª« 

1 0.5000 1.0000 1.0000 1971     1971.0 5.26     5.2600 12753     12753 

2 0.5000 0.0000 1.0000 2110     2082.7 5.23     5.2757 14050     14050 

3 0.0000 0.5000 0.0000 689 689.0 12.94    12.9400 2098 2098 

4 0.5000 0.0000 0.0000 297 297.0 14.29    14.2900 2003 2003 

5 0.5000 0.5000 0.5000 923     1178.4 6.20     6.2360 7108 7554 

6 1.0000 1.0000 0.5000 1162     1162.0 6.13     6.1300 6452 6452 

7 0.5000 0.5000 0.5000 1297     1178.4 6.09     6.2360 8839 7554 

8 0.5000 1.0000 0.0000 1242     1242.0 12.50    12.5000 2349 2349 

9 0.5000 0.5000 0.5000 1190     1178.4 6.47     6.2360 5403 7554 

10 0.5000 0.5000 0.5000 1397     1178.4 6.14     6.2360 7989 7554 

11 0.0000 1.0000 0.5000 1316     1316.0 5.88     5.8800 8129 8129 

12 1.0000 0.5000 1.0000 2071     2071.0 5.27     5.2700 13783     13783 

13 0.0000 0.0000 0.5000 1228     1228.0 6.24     6.2400 8330 8330 

14 1.0000 0.0000 0.5000 1080     1080.0 6.08     6.0800 6654 6654 

15 1.0000 0.5000 0.0000 484 484.0 13.13    13.1300 1908 1908 

16 0.5000 0.5000 0.5000 1085     1178.4 6.28     6.2360 8429 7554 

17 0.0000 0.5000 1.0000 2104     2104.0 5.28     5.2800 12874     12874 
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Table 9: Transformed RSM data and the respective residual response 

Exp. 

Run 
�� �� �� !� =(�1$�Y���−��||4ª«) 

(ms) 

!� =(��(3§¨¥¤) −��||4ª«) 
(mW) 

											!� =						(�3$$!��£−							�3||4­�) 

(ms) 

1 0.5000 1.0000 1.0000 0.0000 0.0000 0.0000 

2 0.5000 0.0000 1.0000 27.2570 -0.0457 0.0000 

3 0.0000 0.5000 0.0000 0.0000 0.0000 0.0000 

4 0.5000 0.0000 0.0000 -0.0260 0.0000 0.0000 

5 0.5000 0.5000 0.5000 -255.4000 -0.0360 -445.6 

6 1.0000 1.0000 0.5000 0.0000 0.0000 0.0000 

7 0.5000 0.5000 0.5000 118.6000 -0.1460 1285.4 

8 0.5000 1.0000 0.0000 0.0000 0.0000 0.0000 

9 0.5000 0.5000 0.5000 11.6000 0.2340 -2150.6 

10 0.5000 0.5000 0.5000 218.6000 -0.0960 435.4 

11 0.0000 1.0000 0.5000 0.0000 0.0000 0.0000 

12 1.0000 0.5000 1.0000 0.0000 0.0000 0.0000 

13 0.0000 0.0000 0.5000 0.0000 0.0000 0.0000 

14 1.0000 0.0000 0.5000 0.0000 0.0000 0.0000 

15 1.0000 0.5000 0.0000 0.0000 0.0000 0.0000 

16 0.5000 0.5000 0.5000 -93.4000 0.0440 875.4 

17 0.0000 0.5000 1.0000 0.0000 0.0000 0.0000 

 

Table 10:Model goodness-of-fits statistics for power consumption  

Response Model ¯° ±E²³³∗∗ ±E²³³ ³³² ´³² Eµ(%) E¶·¸µ (%) 

��	($�¤¥�¦) 
�� - - - - - 0.8950 - ||4ª« 4.0252 2.0931e+005 3.0075e+006 1.3668e+005 3.3957e+004 0.9707 0.8836 ��	(3§¨¥¤) 
�� - - - - - 0.9670 - ||4ª« 4.0252 279.4508 4.7497e+003 0.0906 0.0225 0.9995 0.9979 ��	($*��K©) �� - - - - - 0.8290 - 

 ||4ª« 4.0000 2.3282e+006 1.8883e+007 7.4318e+006 1.8579e+006 0.9721 0.8883 

 

 

 

 
 

Figure 1: Surface plot for minimumTransmission Delay (297 ms)   
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Figure 2: Surface plot for minimum Average Idle Power Consumption (5.23 mW)  

 

 

 
Figure 3: Surface plot for maximum Transition Time (14050 ms)   

 

 

 
Figure 4: Residual plot for the regression models LLR AB 	��	($�¤¥�¦) 
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Figure 5: Residual plot for the regression models LLR AB 	��	(3§¨¥¤) 

 

 

 
 

Figure 6: Residual plot for the regression models LLR AB 	��	($*��K©) 
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